4.90 - 5.85 GHz/16.1 - 17.1 dBi/72xxxx (6
dB/93xxxx (6 dB)/Elevation Beamwidth
8xxxx/Electrical Downtilt 4xxxx/Max. VSWR
1.5:1/Wind Survivability 200 km/h (125
mph)/Wind Loading 41.7 N @ 200 km/h
(9.375 Ibf @ 125 mph)/Polarization Dual
Linear/ "AM-5G17-90"

Importator: Royal Computers Bucuresti
Ctr Ciilrar TAa al: N1 41N 71 NN

270
4.90 - 5.85 GHz/16 1 17.1 dBi/72xxxx (6
dB/93xxxx (6 dB)/Elevation Beamwidth
8xxxx/Electrical Downtilt 4xxxx/Max. VSWR
1.5:1/Wind Survivability 200 km/h (125
mph)/Wind Loading 41.7 N @ 200 km/h
(9.375 Ibf @ 125 mph)/Polarization Dual
Linear/ "AM-5G17-90"

Importator: Royal Computers, Bucuresti
Ctr Miilrar TAan al- ND1 A41N0 D71 NN

490 - 5.85 GHz/l% 1-17.1 dBi/72xxxx (6
dB/93xxxx (6 dB)/Elevation Beamwidth
8xxxx/Electrical Downtilt 4xxxx/Max. VSWR
1.5:1/Wind Survivability 200 km/h (125
mph)/Wind Loading 41.7 N @ 200 km/h
(9.375 Ibf @ 125 mph)/Polarization Dual
Linear/ "AM-5G17-90"

Importator: Royal Computers Bucuresti
Ctr Ciilrar TAan 2 al: ND1 41Nn 21 NN

4.90 - 5.85 GHz/16 1 17.1 dBi/72xxxx (6
dB/93xxxx (6 dB)/Elevation Beamwidth
8xxxx/Electrical Downtilt 4xxxx/Max. VSWR
1.5:1/Wind Survivability 200 km/h (125
mph)/Wind Loading 41.7 N @ 200 km/h
(9.375 Ibf @ 125 mph)/Polarization Dual
Linear/ "AM-5G17-90"

Importator: Royal Computers, Bucuresti
Ctr Miillrar TAan 22 +al- ND1 41N D1 NN

4.90 - 5.85 GHz/16.1 - 17.1 dBi/72xxxx (6
dB/93xxxx (6 dB)/Elevation Beamwidth
8xxxx/Electrical Downtilt 4xxxx/Max. VSWR
1.5:1/Wind Survivability 200 km/h (125
mph)/Wind Loading 41.7 N @ 200 km/h
(9.375 Ibf @ 125 mph)/Polarization Dual
Linear/ "AM-5G17-90"

Importator: Royal Computers, Bucuresti
Ctr Ciilrar TAan 29 +al- ND1 410 D1 NN

4.90 - 5.85 GHz/16.1 - 17.1 dBi/72xxxx (6
dB/93xxxx (6 dB)/Elevation Beamwidth
8xxxx/Electrical Downtilt 4xxxx/Max. VSWR
1.5:1/Wind Survivability 200 km/h (125
mph)/Wind Loading 41.7 N @ 200 km/h
(9.375 Ibf @ 125 mph)/Polarization Dual
Linear/ "AM-5G17-90"

Importator: Royal Computers, Bucuresti
Ctr Ciillrar TAan 22 +al: ND1 41N D1 NN

4.90 - 5.85 GHz/16.1 - 17.1 dBi/72xxxx (6
dB/93xxxx (6 dB)/Elevation Beamwidth
8xxxx/Electrical Downtilt 4xxxx/Max. VSWR
1.5:1/Wind Survivability 200 km/h (125
mph)/Wind Loading 41.7 N @ 200 km/h
(9.375 Ibf @ 125 mph)/Polarization Dual
Linear/ "AM-5G17-90"

Importator: Royal Computers, Bucuresti
Ctr Ciilrar TAan 29 +al- ND1 A10 D1 NN

4.90 - 5.85 GHz/16.1 - 17.1 dBi/72xxxx (6
dB/93xxxx (6 dB)/Elevation Beamwidth
8xxxx/Electrical Downtilt 4xxxx/Max. VSWR
1.5:1/Wind Survivability 200 km/h (125
mph)/Wind Loading 41.7 N @ 200 km/h
(9.375 Ibf @ 125 mph)/Polarization Dual
Linear/ "AM-5G17-90"

Importator: Royal Computers, Bucuresti
Str. Culcer Ioan 32, tel: 021.410.21.00

4.90 - 5.85 GHz/16.1 - 17.1 dBi/72xxxx (6
dB/93xxxx (6 dB)/Elevation Beamwidth
8xxxx/Electrical Downtilt 4xxxx/Max. VSWR
1.5:1/Wind Survivability 200 km/h (125
mph)/Wind Loading 41.7 N @ 200 km/h
(9.375 Ibf @ 125 mph)/Polarization Dual
Linear/ "AM-5G17-90"

Importator: Royal Computers Bucuresti
Ctr Miilrar TAa al: ND1 41N 721 NN

27D
4.90 - 5.85 GHz/16 1 17.1 dBi/72xxxx (6
dB/93xxxx (6 dB)/Elevation Beamwidth
8xxxx/Electrical Downtilt 4xxxx/Max. VSWR
1.5:1/Wind Survivability 200 km/h (125
mph)/Wind Loading 41.7 N @ 200 km/h
(9.375 Ibf @ 125 mph)/Polarization Dual
Linear/ "AM-5G17-90"

Importator: Royal Computers, Bucuresti
Ctr Miilrar TAan al: ND1 410 D1 NN

4.90 - 5.85 GHz/l?S 1-17.1 dBi/72xxxx (6
dB/93xxxx (6 dB)/Elevation Beamwidth
8xxxx/Electrical Downtilt 4xxxx/Max. VSWR
1.5:1/Wind Survivability 200 km/h (125
mph)/Wind Loading 41.7 N @ 200 km/h
(9.375 Ibf @ 125 mph)/Polarization Dual
Linear/ "AM-5G17-90"

Importator: Royal Computers Bucuresti
Ctr Miilrar TAan 2 al: N1 41N 721 NN

4.90 - 5.85 GHz/16 1 17.1 dBi/72xxxx (6
dB/93xxxx (6 dB)/Elevation Beamwidth
8xxxx/Electrical Downtilt 4xxxx/Max. VSWR
1.5:1/Wind Survivability 200 km/h (125
mph)/Wind Loading 41.7 N @ 200 km/h
(9.375 Ibf @ 125 mph)/Polarization Dual
Linear/ "AM-5G17-90"

Importator: Royal Computers, Bucuresti
Ctr Milrar TAan 29 +al- ND1 410 D1 NN

4,90 - 5.85 GHz/16.1 - 17.1 dBi/72xxxx (6
dB/93xxxx (6 dB)/Elevation Beamwidth
8xxxx/Electrical Downtilt 4xxxx/Max. VSWR
1.5:1/Wind Survivability 200 km/h (125
mph)/Wind Loading 41.7 N @ 200 km/h
(9.375 Ibf @ 125 mph)/Polarization Dual
Linear/ "AM-5G17-90"

Importator: Royal Computers, Bucuresti
Ctr Milrar TAan 29 +al- N1 410 D1 NN

4.90 - 5.85 GHz/16.1 - 17.1 dBi/72xxxx (6
dB/93xxxx (6 dB)/Elevation Beamwidth
8xxxx/Electrical Downtilt 4xxxx/Max. VSWR
1.5:1/Wind Survivability 200 km/h (125
mph)/Wind Loading 41.7 N @ 200 km/h
(9.375 Ibf @ 125 mph)/Polarization Dual
Linear/ "AM-5G17-90"

Importator: Royal Computers, Bucuresti
C+r Milrar TAan 29 +al: ND1 41N D1 NN

4.90 - 5.85 GHz/16.1 - 17.1 dBi/72xxxx (6
dB/93xxxx (6 dB)/Elevation Beamwidth
8xxxx/Electrical Downtilt 4xxxx/Max. VSWR
1.5:1/Wind Survivability 200 km/h (125
mph)/Wind Loading 41.7 N @ 200 km/h
(9.375 Ibf @ 125 mph)/Polarization Dual
Linear/ "AM-5G17-90"

Importator: Royal Computers, Bucuresti
Ckr Miilrar TAan 29 #al- N1 410 D1 NN

4.90 - 5.85 GHz/16.1 - 17.1 dBi/72xxxx (6
dB/93xxxx (6 dB)/Elevation Beamwidth
8xxxx/Electrical Downtilt 4xxxx/Max. VSWR
1.5:1/Wind Survivability 200 km/h (125
mph)/Wind Loading 41.7 N @ 200 km/h
(9.375 Ibf @ 125 mph)/Polarization Dual
Linear/ "AM-5G17-90"

Importator: Royal Computers, Bucuresti
Str. Culcer Ioan 32, tel: 021.410.21.00

4.90 - 5.85 GHz/16.1 - 17.1 dBi/72xxxx (6
dB/93xxxx (6 dB)/Elevation Beamwidth
8xxxx/Electrical Downtilt 4xxxx/Max. VSWR
1.5:1/Wind Survivability 200 km/h (125
mph)/Wind Loading 41.7 N @ 200 km/h
(9.375 Ibf @ 125 mph)/Polarization Dual
Linear/ "AM-5G17-90"

Importator: Royal Computers Bucuresti
Ciilrar TAa al: ND1 41N D21 NN

Chr 21
4.90 - 5.85 GHz/16 1 17.1 dBi/72xxxx (6
dB/93xxxx (6 dB)/Elevation Beamwidth
8xxxx/Electrical Downtilt 4xxxx/Max. VSWR
1.5:1/Wind Survivability 200 km/h (125
mph)/Wind Loading 41.7 N @ 200 km/h
(9.375 Ibf @ 125 mph)/Polarization Dual
Linear/ "AM-5G17-90"

Importator: Royal Computers, Bucuresti
Ctr Miilrar TAan al: ND1 410 D1 NN

4.90 - 5.85 GHz/1—6)3 1-17.1 dBi/72xxxx (6
dB/93xxxx (6 dB)/Elevation Beamwidth
8xxxx/Electrical Downtilt 4xxxx/Max. VSWR
1.5:1/Wind Survivability 200 km/h (125
mph)/Wind Loading 41.7 N @ 200 km/h
(9.375 Ibf @ 125 mph)/Polarization Dual
Linear/ "AM-5G17-90"

Importator: RoyaI Computers Bucuresti
Ctr Miilrar TAan al: N1 41N 21 NN

4.90 - 5.85 GHz/16 1 17.1 dBi/72xxxx (6
dB/93xxxx (6 dB)/Elevation Beamwidth
8xxxx/Electrical Downtilt 4xxxx/Max. VSWR
1.5:1/Wind Survivability 200 km/h (125
mph)/Wind Loading 41.7 N @ 200 km/h
(9.375 Ibf @ 125 mph)/Polarization Dual
Linear/ "AM-5G17-90"

Importator: Royal Computers, Bucuresti
Ctr Millrar TAan 29 #al- ND1 410 D1 NN

4,90 - 5.85 GHz/16.1 - 17.1 dBi/72xxxx (6
dB/93xxxx (6 dB)/Elevation Beamwidth
8xxxx/Electrical Downtilt 4xxxx/Max. VSWR
1.5:1/Wind Survivability 200 km/h (125
mph)/Wind Loading 41.7 N @ 200 km/h
(9.375 Ibf @ 125 mph)/Polarization Dual
Linear/ "AM-5G17-90"

Importator: Royal Computers, Bucuresti
Ctr Miillrar TAan 29 #al- N1 410 D21 NN

4.90 - 5.85 GHz/16.1 - 17.1 dBi/72xxxx (6
dB/93xxxx (6 dB)/Elevation Beamwidth
8xxxx/Electrical Downtilt 4xxxx/Max. VSWR
1.5:1/Wind Survivability 200 km/h (125
mph)/Wind Loading 41.7 N @ 200 km/h
(9.375 Ibf @ 125 mph)/Polarization Dual
Linear/ "AM-5G17-90"

Importator: Royal Computers, Bucuresti
Ctr Miilrar TAan 22 +al- N1 410 D1 NN

4.90 - 5.85 GHz/16.1 - 17.1 dBi/72xxxx (6
dB/93xxxx (6 dB)/Elevation Beamwidth
8xxxx/Electrical Downtilt 4xxxx/Max. VSWR
1.5:1/Wind Survivability 200 km/h (125
mph)/Wind Loading 41.7 N @ 200 km/h
(9.375 Ibf @ 125 mph)/Polarization Dual
Linear/ "AM-5G17-90"

Importator: Royal Computers, Bucuresti
Ctr Miillrar TAan 29 #al- ND1 410 D1 NN

4.90 - 5.85 GHz/16.1 - 17.1 dBi/72xxxx (6
dB/93xxxx (6 dB)/Elevation Beamwidth
8xxxx/Electrical Downtilt 4xxxx/Max. VSWR
1.5:1/Wind Survivability 200 km/h (125
mph)/Wind Loading 41.7 N @ 200 km/h
(9.375 Ibf @ 125 mph)/Polarization Dual
Linear/ "AM-5G17-90"

Importator: Royal Computers, Bucuresti
Str. Culcer Ioan 32, tel: 021.410.21.00



